
DVT3.100 BECKER ROTARY VANE COMBINED

COMPRESSOR

Model Part Number Description

DVT3.100 16571000 DVT3.100 c/w 3 phase motor 60 Hz

available voltage 208-416 or 230-460 or 

575 volts

33802600 REPAIR/MAINTENANCE KIT DVT 3.100

Qty Part Number Description

1 549000213 Gasket Set DVT/KVT/KDT 3/100/3.140

2 90654000 Shaft Sealing Ring/35x45x7

1 90661250 Bearing

1 90665700 Bearing

7 90133300 Vanes/Carbon KVT/DVT/KDT 2.100(set of 7)

2 90950700 Filter Cartridge C1112/2

1 90951400 Filter Cartridge  C718

1 90220900 Coupling Disk

1 511400101 Set Distance Disk

1 74330300 Grease Gun, Filled W/Ambligon

F110.150 External filter Assembly 1-1/2" npt

REM237.33 (Techno check valve, gauge, piping)

SPECS

cfm

72800099622 Pressure Regulating Valve (included) Speed

73600099624 Vacuum Regulating Valve ( included) Hp

Weight

dBa

Inlet

Max Vac.

Max Pres.



80

1725

7.5

280

78

1-1/2"

18 in Hg

9 psig


