PORTABLE HEAT PUMPS
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Maximum UVersatility ' Bot or Cold

When you need both heating and cooling combined in a
single unit, the KwiKool KPHP Portable Heat Pump Series
is the ideal solution. The KPHP 1811 will deliver
1.5-Ton heating & 1.1-Ton cooling. Our KPHP1811 runs
on a standard dedicated 115V / 15 Amp circuit.
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Advanced Features:
' Superior safety compared to heaters with exposed heat strips

! Balanced air pressure using separate condenser air input & output

! Standard high pressure condensate pump

i Operates down to 45 degree F -

" Independent evaporator and condenser motors | \\
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' Auto restart in the event of power failure
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Y Heavy duty industriaIquade cabinets
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PORTABLE HEAT PUMPS

PHP Portable Heat P umps are the answey!

HEATING & COOLING CAPACITY

KPHP1811

KPHP2211

HEATING

BTU/hr @95 F at 60%RH

17,010/ 1.5-Ton

21,240/ 1.8-Ton

COOLING

BTU/hr @95 F at 60%RH

13,850/ 1.1-Ton

17,700 / 1.5-Ton

COMPRESSOR DATA

Compressor Type Hermetic Rotary Hermetic Rotary

HEATING Operating Temperature 40-80 F 50% RH 40-80 F 50% RH

COOLING Operating Temperature 60-110 F 50% RH 60-110 F 50% RH
Non-CFC Refrigerant Charge (Ibs) 410A 410A

FAN DATA

EVAPORATOR Fan Type (Centrifugal) Direct Drive Direct Drive
Air Flow (CFM) 460 600
Supply Air Device Adjustable Vent Adjustable Vent
Supply Air Chute Kit (Optional) Two - 5" Dia. x 12" Length Two - 6" Dia. x 16" Length

CONDENSER 1/O Integral Condenser Balanced Air Flow Balanced Air Flow
Fan Type (Centrifugal) Direct Drive Direct Drive
Air Flow (CFM) 700 950

Condenser Duct Kit (Optional)

Two - 12" Dia. x 8" Length

Two - 14" Dia. x 8' Length

ELECTRICAL DATA

Power Supply (Volts) 115V / Single Phase 115V / Single Phase
Current Consumption (Amps) 14,7 Heating / 11.5 Cooling | 16.2 Heating / 13.7 Cooling
Power Consumption (KW) 1.35 1.65

Maximum Circuit Breaker (Amps) 20 30
Recommended Breaker Size 15 20

Maximum Circuit Ampacity (Amps) 18.075 21.875

Min/Max Voltage 105-125 105-125

Power Cord Gauge / Length 14/6' 12/6'

Plug Configuration NEMA 5-20 NEMA 5.20

| DIMENSIONAL DATA

Width x Depth x Height (inches)

16.325 x 36 x 37.25

20.25 x 41 x 43,25

Weight (Ibs) 221 278

Shipping Weight (Ibs) 271 328
SAFETY DEVICE DATA

Compressor Overload Internal Internal

Fan Motor Overload

Automatic Internal

Automatic Internal

Evaporator Freeze-up

Hot Gas Bypass

Hot Gas Bypass

High Pressure Switch Manual Manual

Low Pressure Switch Automatic Automatic
Compressor Short Cycle Yes Yes
Automatic Restart Yes Yes
Thermostat Microprocessor / Digital Microprocessor / Digital
Condensate Pump Yes Yes
Condensate Pump Overflow Yes Yes

When you need a unit that has the capability to heat & cool,
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Both KPHP Models use
dual ducting for a
balanced air pressure
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