
Stainless Steel Seal carrier. 
 

Multiple 
connections  
Available. 
 

Hex or spanner wrench flats. 
Allows for easy tightening. 

Available in Straight 
or 90º , NPT & BSPP 
Threads. 
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Max.  Coolant Pressure  

1500 PSI         105 BAR  

Max.  Speed  

20,000 RPM    20,000/min  
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Engineered for Exceptional Performance 
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Two-Piece Design is fast and easy to install. 
 
Two-Piece Design for both New and Retrofit installations. 
 
Models available to interchange with competitors’ unions. 
 
Prevents costly spindle repair from coolant contamination.  

             
           Can be solid plumbed.  No Hose required. 
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 Supplying Coolant to High-Speed : 
 

Multi-spindles and box spindles. 
 
Dial machines and gun-drills.  

 
Union exerts a thrust load of 100 lbs. at 1000 
PSI on the spindle. 
 
Can run at maximum speed and pressure 
simultaneously. 
 
Do not run dry 

Silicon Carbide-to-Silicon Carbide Seals. 
Provides Proven Reliability.  

Machine Tool Coolant Rotary Union  

BARCO SERIES     Type BLS   

Internal seal face is protected. 

Installed length tolerance. 
Allows for greater mounting 
tolerances & thermal growth.  Color coded casing. 

Identifies sleeve threads 
for ease in replacement. 

Spring out of Flow path. 
No restriction to media.  


